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COMBINATION PAINT. 



BY THE GALLON, READY FOR USE. 

A STRICTLY PURE OIL PJIIHT, 

This Is our First Quality and is as good as can be made ; the Second Quality, we designate "MIXED 
PAINT," and warrant free from water, coal-oil, or benzine. Lower grades mixed to order, 
at prices to meet the wants of the purchaser. With present facilities, we can make 

any grade; of ready mixed paint. 

^PRICES OF COMBINATION PAINT.^ 

All Shades as numbered SI.75 per Gallon 

Inside and Outside White, (one grade only) 1.70 " 

Quart Cans, White and all Shades, as numbered 6.00 per Dozen 

Pint " " w « 3.50 

Half-pint" " " " 2.00 ** 

Roofing Paint, 70 Cts. to $1.00 per Gallon 

In Ordering White Paint, be sure to designate whether for inside or outside use, as they must 
necessarily be prepared quite differently. 

WITERKLL'S MISSOURI WHITE LEAD, 

Supplies a want long felt amongst painters for something as good, but much cheaper, than the com- 
mercial article of pure lead. After several years of experiment and three years of practical test by 
our customers, we can insure the trade that this brand of Lead, is both economical and durable. Its 
prominent characteristic is a strong affinity between the dry pigment and the linseed oil, hence it 
does not cake in the package, and the last pound taken from a package is as soft and mellow as the 
first. When applied, it does not moulder and chalk off as so much of the old style pure Lead does, 
and for this reason, and the fact that it centains 60 per cent, more oil than the same weight of car- 
bonate Lead, we consider it 

THE BEST PAINT KNOWN FOR SEA-SIDE USE. 

It has already on tfce approval of most of our customers, and we propose bestowing extra care to 
keep it up to the mark in eyery particular. 

WATERALL'S SPECIAI/TIES. 



Fine Ground Graining Colors. 
Hawksley'a Filler and. Finish. 
The Best Drying Japan in use. 



Finishing Lead and Zinc. 
Fine Paint Brushes. 
Waterproof Shellac. 
Grainer's Flat Varnish. 

Pei rce's Patent Stcne Surface For Damp Walls and Brewer's Vats — Acid Proof 

There are spurious and useless imitations in the market. None Genuine without our Name and Pefyce'e 
signature on the label. 

WM. WATBRALL «Sc CO. 



Wateratt's Combination Paint, Ready for Use. 

12 II 10 18 16 



13 




Stir well before »sing, ud should amy tf 
be required, use Boiled Linseed Oil, except for in- 
side white paint, which should be thinned 
with Spirit! of Turpentine only, Appty 
in the same manner as ordinary 
paint. This paint i-s specially 
adapted for floe wall 
work. 



: 

9 4 3 

No. 3 is the Best Paint in the 
Market for Tin Roofs. 
One Gallon will 
cover 600 
r square 
feet. 
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Waterall's Combination Paint, teddy for Use. 
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INTF-RNATIONAl 



ASSOCIATION 

FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 
w ww.apti. org 



BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 

httBs://aj^hjye.org/details/building technoloqvherrt^ 



From the collection of: 

Jablonski Building Conservation 

ww w.jbconservation.com 



